ACCESSORIES

Needle nozzles are designed for lubricating flush type fittings. They are available in different lengths for any application. Needle nozzles connect to standard pipe extensions or whip hoses.

**31138**
Copper Washer
ID: 0.437"
OD: 0.570"

**5803**
Needle Nozzle
1/8"-27 NPT
1 3/8" Needle

**USE WITH BUTTON HEAD THREAD ADAPTOR # 10460**

<table>
<thead>
<tr>
<th>LINCOLN</th>
<th>G.L. HUYETT</th>
<th>Description</th>
<th>Needle Length</th>
<th>Equipment Type</th>
<th>Thread Diameter</th>
<th>Pipe Diameter</th>
<th>Tip Diameter</th>
</tr>
</thead>
<tbody>
<tr>
<td>31138 L31138</td>
<td>Copper Washer</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
</tr>
<tr>
<td>5803 L5803</td>
<td>Needle Nozzle - Male</td>
<td>1-3/8&quot;</td>
<td>Air / Battery</td>
<td>1/8&quot;-27 NPT</td>
<td>.188&quot;</td>
<td>.031&quot;</td>
<td></td>
</tr>
</tbody>
</table>

**CUSTOMERS ALSO BOUGHT**

**QUICK CONNECT**

Quick connect couplers include a standard nipple for simple engagement with any standard coupler. This allows the user to service a variety of grease fittings with minimal tool change time.

**NEED HELP?**

Don't see what you need? We carry a large inventory of fittings and accessories. Call G.L. Huyett today for more information!

**COMMON PARTS**

Parts with this designation are in wide distribution.

GM General Motors® is a registered trademark of General Motors Corp., Detroit, MI.
GM/CH General Motors®/CH is a registered trademark of General Motors Corp., Detroit, MI.
IH Case IH is a registered trademark of CNH America LLC., Racine, WI.

Prices, materials, dimensions, tolerances, designs and grades subject to change without notice. © G.L. Huyett 2019 Lincoln Industrial® is a registered trademark of SKF Group Headquarters.

REVISED 03-19