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How to IdentifyDescription

Prefix Material/Finish

For detailed specifications and tolerances, visi t Huyett.com.

1. Verify flat head pin with hole at opposite end.
2. Measure diameter (A).
3. Measure shank length (G).
4. Confirm effective length (M).
5. Find the part in the chart below.

ØE

A

G
M

B

Solid pin with standard flat head that secures with a hitch pin clip 
or cotter pin through a hole drilled in the opposite end. Clevis pins 
are used as a quick and secure fastener in many agricultural and 
industrial applications.

Standard – ImperIal

 
Item 

Number

(G) 
Shank 
Length

(M) 
Effective 
Length

3/16 (.188")
(A) Outside Diameter: .186/.181"

(B) Head Diameter: .310", .320/.302"
(E) Hole Diameter: .094", .103/.088"
(G) Tolerance: +.020/-.000" Use With: BP-223, Pg. 106

PREFIX-0187-0500 .500" (1/2) .359"

PREFIX-0187-0593 .594" (19/32) .452"

PREFIX-0187-0625 .625" (5/8) .484"

PREFIX-0187-0750 .750" (3/4) .609"

PREFIX-0187-0875 .875" (7/8) .734"

PREFIX-0187-1000 1.000" (1) .859"

PREFIX-0187-1125 1.125" (1-1/8) .984"

PREFIX-0187-1250 1.250" (1-1/4) 1.109"

PREFIX-0187-1500 1.500" (1-1/2) 1.359"

PREFIX-0187-1750 1.750" (1-3/4) 1.609"

PREFIX-0187-2000 2.000" (2) 1.859"

PREFIX-0187-2250 2.250" (2-1/4) 2.109"

PREFIX-0187-2500 2.500" (2-1/2) 2.359"

PREFIX-0187-3000 3.000" (3) 2.859"

 
Item 

Number

(G) 
Shank 
Length

(M) 
Effective 
Length

1/4 (.250")
(A) Outside Diameter: .248/.243"

(B) Head Diameter: .370", .380/.365"
(E) Hole Diameter: .094", .103/.088"
(G) Tolerance +.020/-.000" Use With: BP-213, Pg. 107

PREFIX-0250-0500 .500" (1/2) .359"

PREFIX-0250-0625 .625" (5/8) .484"

PREFIX-0250-0750 .750" (3/4) .609"

PREFIX-0250-0875 .875" (7/8) .734"

PREFIX-0250-1000 1.000" (1) .859"

PREFIX-0250-1125 1.125" (1-1/8) .984"

PREFIX-0250-1250 1.250" (1-1/4) 1.109"

PREFIX-0250-1375 1.375" (1-3/8) 1.234"

PREFIX-0250-1500 1.500" (1-1/2) 1.359"

PREFIX-0250-1625 1.625" (1-5/8) 1.484"

PREFIX-0250-1750 1.750" (1-3/4) 1.609"

PREFIX-0250-1875 1.875" (1-7/8) 1.734"

PREFIX-0250-2000 2.000" (2) 1.859"

PREFIX-0250-2125 2.125" (2-1/8) 1.984"

PREFIX-0250-2250 2.250" (2-1/4) 2.109"

PREFIX-0250-2375 2.375" (2-3/8) 2.234"

PREFIX-0250-2437 2.437" (2-7/16) 2.296"

PREFIX-0250-2500 2.500" (2-1/2) 2.359"

PREFIX-0250-2625 2.625" (2-5/8) 2.484"

 
Item 

Number

(G) 
Shank 
Length

(M) 
Effective 
Length

PREFIX-0250-2750 2.750" (2-3/4) 2.609"

PREFIX-0250-3000 3.000" (3) 2.859"

PREFIX-0250-3250 3.250" (3-1/4) 3.109"

PREFIX-0250-3500 3.500" (3-1/2) 3.359"

PREFIX-0250-3750 3.750" (3-3/4) 3.609"

PREFIX-0250-4000 4.000" (4) 3.859"

PREFIX-0250-4500 4.500" (4-1/2) 4.359"

PREFIX-0250-5000 5.000" (5) 4.859"

PREFIX-0250-5500 5.500" (5-1/2) 5.350"

5/16 (.313")
(A) Outside Diameter: .311/.306"

(B) Head Diameter: .434", .444/.437"
(E) Hole Diameter: .141", .150/.135"
(G) Tolerance +.020/-.000" Use With: BP-213, Pg. 107

PREFIX-0312-0500 .500" (1/2) .281"

PREFIX-0312-0750 .750" (3/4) .531"

PREFIX-0312-0875 .875" (7/8) .656"

PREFIX-0312-0968 .968" (31/32) .750"

PREFIX-0312-1000 1.000" (1) .781"

PREFIX-0312-1125 1.125" (1-1/8) .906"

PREFIX-0312-1187 1.187" (1-3/16) .968"

PREFIX-0312-1250 1.250" (1-1/4) 1.031"

PREFIX-0312-1375 1.375" (1-3/8) 1.156"

PREFIX-0312-1500 1.500" (1-1/2) 1.281"

*Limited warranty for surface finish: 30 days from date of shipment. See page 8 for details. 

To ordEr, rEpLacE prEfIx
WITh Your choIcE:

cLp • cLpS • cLpS6 
cLpZ • cLpY

addITIoNaL SIZES aNd fINIShES MaY 

bE avaILabLE upoN rEquEST

cLp = LoW carboN STEEL, pLaIN*
cLpS = STaINLESS STEEL
cLpS6 = MarINE GradE 316 STaINLESS STEEL
cLpZ = ZINc cLEar
cLpY = ZINc YELLoW
Material/finish combinations may not be available in all sizes.
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Standard – ImperIal

As a Swiveling Hitch

application people Who bought these also bought

 
Item 

Number

(G) 
Shank 
Length

(M) 
Effective 
Length

PREFIX-0312-1625 1.625" (1-5/8) 1.406"

PREFIX-0312-1687 1.687" (1-11/16) 1.468"

PREFIX-0312-1750 1.750" (1-3/4) 1.531"

PREFIX-0312-1812 1.812" (1-13/16) 1.593"

PREFIX-0312-1875 1.875" (1-7/8) 1.656"

PREFIX-0312-1937 1.937" (1-15/16) 1.718"

PREFIX-0312-2000 2.000" (2) 1.781"

PREFIX-0312-2125 2.125" (2-1/8) 1.906"

PREFIX-0312-2187 2.187" (2-3/16) 1.968"

PREFIX-0312-2250 2.250" (2-1/4) 2.031"

PREFIX-0312-2375 2.375" (2-3/8) 2.156"

PREFIX-0312-2500 2.500" (2-1/2) 2.281"

PREFIX-0312-2625 2.625" (2-5/8) 2.406"

PREFIX-0312-2750 2.750" (2-3/4) 2.531"

PREFIX-0312-2812 2.812" (2-13/16) 2.593"

PREFIX-0312-2875 2.875" (2-7/8) 2.656"

PREFIX-0312-3000 3.000" (3) 2.781"

PREFIX-0312-3125 3.125" (3-1/8) 2.906"

PREFIX-0312-3250 3.250" (3-1/4) 3.031"

PREFIX-0312-3500 3.500" (3-1/2) 3.281"

PREFIX-0312-3750 3.750" (3-3/4) 3.531"

PREFIX-0312-4000 4.000" (4) 3.781"

PREFIX-0312-4500 4.500" (4-1/2) 4.281"

PREFIX-0312-5000 5.000" (5) 4.781"

PREFIX-0312-6000 6.000" (6) 5.781"

3/8 (.375")
(A) Outside Diameter: .373/.368"

(B) Head Diameter: .500", .510/.490"
(E) Hole Diameter: .156", .166/.151"
(G) Tolerance +.020/-.000" Use With: BP-213, Pg. 107

PREFIX-0375-0625 .625" (5/8) .390"

PREFIX-0375-0750 .750" (3/4) .515"

PREFIX-0375-0875 .875" (7/8) .640"

PREFIX-0375-1000 1.000" (1) .765"

PREFIX-0375-1093 1.093" (1-3/32) .859"

PREFIX-0375-1125 1.125" (1-1/8) .890"

 
Item 

Number

(G) 
Shank 
Length

(M) 
Effective 
Length

PREFIX-0375-1250 1.250" (1-1/4) 1.015"

PREFIX-0375-1312 1.312" (1-5/16) 1.078"

PREFIX-0375-1375 1.375" (1-3/8) 1.140"

PREFIX-0375-1500 1.500" (1-1/2) 1.265"

PREFIX-0375-1625 1.625" (1-5/8) 1.390"

PREFIX-0375-1750 1.750" (1-3/4) 1.515"

PREFIX-0375-1875 1.875" (1-7/8) 1.640"

PREFIX-0375-2000 2.000" (2) 1.765"

PREFIX-0375-2125 2.125" (2-1/8) 1.890"

PREFIX-0375-2250 2.250" (2-1/4) 2.015"

PREFIX-0375-2375 2.375" (2-3/8) 2.140"

PREFIX-0375-2500 2.500" (2-1/2) 2.265"

PREFIX-0375-2625 2.625" (2-5/8) 2.390"

PREFIX-0375-2750 2.750" (2-3/4) 2.515"

PREFIX-0375-3000 3.000" (3) 2.765"

PREFIX-0375-3250 3.250" (3-1/4) 3.015"

PREFIX-0375-3500 3.500" (3-1/2) 3.265"

PREFIX-0375-3750 3.750" (3-3/4) 3.515"

PREFIX-0375-4000 4.000" (4) 3.765"

PREFIX-0375-4500 4.500" (4-1/2) 4.265"

PREFIX-0375-5000 5.000" (5) 4.766"

PREFIX-0375-5250 5.250" (5-1/4) 5.016"

PREFIX-0375-5500 5.500" (5-1/2) 5.266"

PREFIX-0375-6000 6.000" (6) 5.766"

PREFIX-0375-6125 6.125" (6-1/8) 5.891"

7/16 (.437")
(A) Outside Diameter: .436/.431"

(B) Head Diameter: .560", .570/.552"
(E) Hole Diameter: .156", .166/.151"
(G) Tolerance +.020/-.000" Use With: BP-211, Pg. 109

PREFIX-0437-1000 1.000" (1) .765"

PREFIX-0437-1250 1.250" (1-1/4) 1.015"

PREFIX-0437-1500 1.500" (1-1/2) 1.265"

PREFIX-0437-1625 1.625" (1-5/8) 1.390"

PREFIX-0437-1750 1.750" (1-3/4) 1.515"

PREFIX-0437-2000 2.000" (2) 1.765"

 
Item 

Number

(G) 
Shank 
Length

(M) 
Effective 
Length

PREFIX-0437-2250 2.250" (2-1/4) 2.015"

PREFIX-0437-2375 2.375" (2-3/8) 2.140"

PREFIX-0437-2500 2.500" (2-1/2) 2.265"

PREFIX-0437-2625 2.625" (2-5/8) 2.390"

PREFIX-0437-2750 2.750" (2-3/4) 2.515"

PREFIX-0437-3000 3.000" (3) 2.765"

PREFIX-0437-3500 3.500" (3-1/2) 3.265"

PREFIX-0437-4000 4.000" (4) 3.765"

PREFIX-0437-4500 4.500" (4-1/2) 4.265"

PREFIX-0437-5000 5.000" (5) 4.765"

PREFIX-0437-5500 5.500" (5-1/2) 5.265"

PREFIX-0437-6000 6.000" (6) 5.765"

1/2 (.500")
(A) Outside Diameter: .496/.491"

(B) Head Diameter: .620", .630/.615"
(E) Hole Diameter: .156", .166/.151"
(G) Tolerance +.020/-.000" Use With: BP-211, Pg. 109

PREFIX-0500-0750 .750" (3/4) .515"

PREFIX-0500-1000 1.000" (1) .765"

PREFIX-0500-1250 1.250" (1-1/4) 1.015"

PREFIX-0500-1375 1.375" (1-3/8) 1.140"

PREFIX-0500-1500 1.500" (1-1/2) 1.265"

PREFIX-0500-1750 1.750" (1-3/4) 1.515"

PREFIX-0500-2000 2.000" (2) 1.765"

PREFIX-0500-2250 2.250" (2-1/4) 2.015"

PREFIX-0500-2500 2.500" (2-1/2) 2.265"

PREFIX-0500-2562 2.563" (2-9/16) 2.327"

PREFIX-0500-2625 2.625" (2-5/8) 2.390"

PREFIX-0500-2750 2.750" (2-3/4) 2.515"

PREFIX-0500-3000 3.000" (3) 2.765"

PREFIX-0500-3500 3.500" (3-1/2) 3.265"

PREFIX-0500-4000 4.000" (4) 3.765"

PREFIX-0500-4500 4.500" (4-1/2) 4.265"

PREFIX-0500-5000 5.000" (5) 4.765"

PREFIX-0500-6000 6.000" (6) 5.765"

PREFIX-0500-7500 7.500" (7-1/2) 7.265"

*Limited warranty for surface finish: 30 days from date of shipment. See page 8 for details. 

Cotter 
Pins

Page 82

Double-Loop  
Bridge Pins

Page 116

Bow Tie 
Cotter Pins

Page 96

Hair
Pins

Page 119

Circle 
Cotter Pins

Page 98

Ring Cotter 
Pins

Page 97

Bridge 
Pins

Page 106
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Prefix	 Material/Finish

For detailed specifications and tolerances, visi t Huyett.com.

cLp = LoW carboN STEEL, pLaIN*
cLpS = STaINLESS STEEL
cLpS6 = MarINE GradE 316 STaINLESS STEEL
cLpZ = ZINc cLEar
cLpY = ZINc YELLoW
Material/finish combinations may not be available in all sizes. ØE

A

G
M

B

 
Item 

Number

(G) 
Shank 
Length

(M) 
Effective 
Length

9/16 (.562")
(A) Outside Diameter: .558/.553"

(B) Head Diameter: .810", .820/.802"
(E) Hole Diameter: .156", .166/.151"
(G) Tolerance +.020/-.000" Use With: BP-211, Pg. 109

PREFIX-0562-1500 1.500" (1-1/2) 1.266"

PREFIX-0562-1750 1.750" (1-3/4) 1.516"

PREFIX-0562-2000 2.000" (2) 1.765"

PREFIX-0562-2250 2.250" (2-1/4) 2.016"

PREFIX-0562-2500 2.500" (2-1/2) 2.266"

PREFIX-0562-2750 2.750" (2-3/4) 2.516"

PREFIX-0562-3000 3.000" (3) 2.765"

PREFIX-0562-3500 3.500" (3-1/2) 3.266"

PREFIX-0562-4000 4.000" (4) 3.765"

5/8 (.625")
(A) Outside Diameter: .621/.616"

(B) Head Diameter: .810", .820/.802"
(E) Hole Diameter: .156", .166/.151"
(G) Tolerance +.020/-.000" Use With: BP-211, Pg. 109

PREFIX-0625-1250 1.250" (1-1/4) 1.015"

PREFIX-0625-1500 1.500" (1-1/2) 1.266"

PREFIX-0625-1750 1.750" (1-3/4) 1.515"

PREFIX-0625-2000 2.000" (2) 1.765"

PREFIX-0625-2250 2.250" (2-1/4) 2.016"

PREFIX-0625-2500 2.500" (2-1/2) 2.265"

PREFIX-0625-3000 3.000" (3) 2.765"

PREFIX-0625-3250 3.250" (3-1/4) 3.015"

PREFIX-0625-3500 3.500" (3-1/2) 3.266"

PREFIX-0625-4000 4.000" (4) 3.765"

PREFIX-0625-4250 4.500" (4-1/2) 4.015"

PREFIX-0625-4500 4.500" (4-1/2) 4.266"

PREFIX-0625-5000 5.000" (5) 4.765"

PREFIX-0625-5500 5.500" (5-1/2) 5.265"

PREFIX-0625-6000 6.000" (6) 5.765"

3/4 (.750")
(A) Outside Diameter: .746/.741"

(B) Head Diameter: .934", .944/.932"
(E) Hole Diameter: .156", .166/.151"
(G) Tolerance +.020/-.000" Use With: BP-211, Pg. 109

PREFIX-0750-2000 2.000" (2) 1.765"

PREFIX-0750-2500 2.500" (2-1/2) 2.265"

PREFIX-0750-2750 2.750" (2-3/4) 2.515"

 
Item 

Number

(G) 
Shank 
Length

(M) 
Effective 
Length

PREFIX-0750-3000 3.000" (3) 2.765"

PREFIX-0750-3500 3.500" (3-1/2) 3.265"

PREFIX-0750-3750 3.750" (3-3/4) 3.515"

PREFIX-0750-4000 4.000" (4) 3.765"

PREFIX-0750-4500 4.500" (4-1/2) 4.265"

PREFIX-0750-5000 5.000" (5) 4.766"

PREFIX-0750-5500 5.500" (5-1/2) 5.266"

PREFIX-0750-6000 6.000" (6) 5.766"

PREFIX-0750-6500 6.500" (6-1/2) 6.266"

7/8 (.875")
(A) Outside Diameter: .871/.866"

(B) Head Diameter: 1.030", 1.040/1.020"
(E) Hole Diameter: .203", .213/.198"
(G) Tolerance +.020/-.000" Use With: BP-210, Pg. 110

PREFIX-0875-2000 2.000" (2) 1.703"

PREFIX-0875-2500 2.500" (2-1/2) 2.203"

PREFIX-0875-2750 2.750" (2-3/4) 2.453"

PREFIX-0875-3000 3.000" (3) 2.703"

PREFIX-0875-3500 3.500" (3-1/2) 3.203"

PREFIX-0875-4000 4.000" (4) 3.703"

PREFIX-0875-4500 4.500" (4-1/2) 4.203"

PREFIX-0875-5000 5.000" (5) 4.703"

PREFIX-0875-5500 5.500" (5-1/2) 5.203"

PREFIX-0875-6000 6.000" (6) 5.703"

PREFIX-0875-7000 7.000" (7) 6.703"

PREFIX-0875-8000 8.000" (8) 7.703"

1 (1.000")
(A) Outside Diameter: .996/.991"

(B) Head Diameter: 1.184", 1.194/1.182"
(E) Hole Diameter: .203", .213/.198"
(G) Tolerance +.020/-.000" Use With: BP-210, Pg. 110

PREFIX-1000-2000 2.000" (2) 1.703"

PREFIX-1000-2250 2.250" (2-1/4) 1.953"

PREFIX-1000-2500 2.500" (2-1/2) 2.203"

PREFIX-1000-2625 2.625" (2-5/8) 2.328"

PREFIX-1000-2750 2.750" (2-3/4) 2.453"

PREFIX-1000-2875 2.875" (2-7/8) 2.578"

PREFIX-1000-3000 3.000" (3) 2.703"

PREFIX-1000-3250 3.250" (3-1/4) 2.953"

PREFIX-1000-3500 3.500" (3-1/2) 3.203"

PREFIX-1000-3750 3.750" (3-3/4) 3.453"

PREFIX-1000-4000 4.000" (4) 3.703"

PREFIX-1000-4156 4.156" (4-5/32) 3.859"

 
Item 

Number

(G) 
Shank 
Length

(M) 
Effective 
Length

PREFIX-1000-4500 4.500" (4-1/2) 4.203"

PREFIX-1000-5000 5.000" (5) 4.703"

PREFIX-1000-5500 5.500" (5-1/2) 5.203"

PREFIX-1000-5750 5.750" (5-3/4) 5.453"

PREFIX-1000-6000 6.000" (6) 5.703"

PREFIX-1000-6500 6.500" (6-1/2) 6.203"

PREFIX-1000-7000 7.000" (7) 6.703"

PREFIX-1000-8000 8.000" (8) 7.703"

PREFIX-1000-9000 9.000" (9) 8.703"

PREFIX-1000-9500 9.500" (9-1/2) 9.203"

1-1/8 (1.125")
(A) Outside Diameter: 1.125/1.105"

(B) Head Diameter: 1.375", 1.395/1.355"
(E) Hole Diameter: .250", .260/.245"
(G) Tolerance +.020/-.000" Use With: BP-208, Pg. 112

PREFIX-1125-3000 3.000" (3) 2.375"

PREFIX-1125-4000 4.000" (4) 3.375"

PREFIX-1125-4625 4.625" (4-5/8) 4.000"

PREFIX-1125-5000 5.000" (5) 4.375"

PREFIX-1125-6000 6.000" (6) 5.375"

PREFIX-1125-7000 7.000" (7) 6.375"

PREFIX-1125-8000 8.000" (8) 7.375"

PREFIX-1125-9000 9.000" (9) 8.375"

1-1/4 (1.250")
(A) Outside Diameter: 1.250/1.230"

(B) Head Diameter: 1.485", 1.500/1.470"
(E) Hole Diameter: .250", .260/.245"
(G) Tolerance +.020/-.000" Use With: BP-208, Pg. 112

PREFIX-1250-3000 3.000" (3) 2.375"

PREFIX-1250-4000 4.000" (4) 3.375"

PREFIX-1250-5000 5.000" (5) 4.375"

PREFIX-1250-6000 6.000" (6) 5.375"

PREFIX-1250-7000 7.000" (7) 6.625"

PREFIX-1250-8000 8.000" (8) 7.375"

PREFIX-1250-9000 9.000" (9) 8.375"

1-3/8 (1.375")
(A) Outside Diameter: 1.375/1.355"

(B) Head Diameter: 1.750", 1.765/1.735"
(E) Hole Diameter: .250", .260/.245"
(G) Tolerance +.020/-.000" Use With: BP-235, Pg. 112

PREFIX-1375-3000 3.000" (3) 2.375"

PREFIX-1375-4000 4.000" (4) 3.375"

Standard – ImperIal

*Limited warranty for surface finish: 30 days from date of shipment. See page 8 for details. 
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Item 

Number

(G) 
Shank 
Length

(M) 
Effective 
Length

PREFIX-1375-5000 5.000" (5) 4.375"

PREFIX-1375-6000 6.000" (6) 5.375"

PREFIX-1375-9000 9.000" (9) 8.375"

1-1/2 (1.500")
(A) Outside Diameter: 1.500/1.480"

(B) Head Diameter: 2.000", 2.020/1.980"
(E) Hole Diameter: .250", .260/.245"
(G) Tolerance +.020/-.000" Use With: BP-235, Pg. 112

PREFIX-1500-3000 3.000" (3) 2.375"

PREFIX-1500-4000 4.000" (4) 3.375"

PREFIX-1500-5000 5.000" (5) 4.375"

PREFIX-1500-6000 6.000" (6) 5.375"

PREFIX-1500-9000 9.000" (9) 8.375"

1-5/8 (1.625")
(A) Outside Diameter: 1.625/1.605"

(B) Head Diameter: 2.000", 2.020/.1.980"
(E) Hole Diameter: .250", .260/.245"
(G) Tolerance +.020/-.000" Use With: CP-250-2250, Pg. 84

PREFIX-1625-3000 3.000" (3) 2.375"

PREFIX-1625-4000 4.000" (4) 3.375"

PREFIX-1625-5000 5.000" (5) 4.375"

PREFIX-1625-6000 6.000" (6) 5.375"

PREFIX-1625-9000 9.000" (9) 8.375"

1-3/4 (1.750")
(A) Outside Diameter: 1.730/1.750"

(B) Head Diameter: 2.250", 2.223/2.227"
(E) Hole Diameter: .250", .260/.245"
(G) Tolerance +.020/-.000" Use With: CP-250-2500, Pg. 84

PREFIX-1750-3000 3.000" (3) 2.375"

PREFIX-1750-4000 4.000" (4) 3.375"

PREFIX-1750-5000 5.000" (5) 4.375"

PREFIX-1750-6000 6.000" (6) 5.375"

PREFIX-1750-9000 9.000" (9) 8.375"

Standard – ImperIal

As a Hook Connector As a positioning point as a tow bar connection

applications

 
Item 

Number

(G) 
Shank 
Length

(M) 
Effective 
Length

1-7/8 (1.875")
(A) Outside Diameter: 1.875/1.855"

(B) Head Diameter: 2.250", 2.227/2.223"
(E) Hole Diameter: .250", .260/.245"
(G) Tolerance +.020/-.000" Use With: CP-250-2500, Pg. 84

PREFIX-1875-3000 3.000" (3) 2.375"

PREFIX-1875-4000 4.000" (4) 3.375"

PREFIX-1875-5000 5.000" (5) 4.375"

PREFIX-1875-6000 6.000" (6) 5.375"

PREFIX-1875-9000 9.000" (9) 8.375"

 
Item 

Number

(G) 
Shank 
Length

(M) 
Effective 
Length

2 (2.000")
(A) Outside Diameter: 2.000/1.980"

(B) Head Diameter: 2.375", 2.395/2.355"
(E) Hole Diameter: .250", .260/.2445"
(G) Tolerance +.020/-.000" Use With: CP-250-3000, Pg. 84

PREFIX-2000-3000 3.000" (3) 2.375"

PREFIX-2000-4000 4.000" (4) 3.375"

PREFIX-2000-5000 5.000" (5) 4.375"

PREFIX-2000-6000 6.000" (6) 5.375"

PREFIX-2000-9000 9.000" (9) 8.375"

The Pack List  
That Will Change  

Your L ife™

Customized  
Drop Ship 
 Pack List

Custom 
Assortmen ts

Custom 
Marking

Custom 
Packaging

custom Solutions

*Limited warranty for surface finish: 30 days from date of shipment. See page 8 for details. 

Let us bag, seal, and label parts in the quantities you want 
or create a custom assortment  of parts branded with your logo.


